Cardtech®
POS Components

LASER SCANNER

Scan Rate | Up to 100 scans / sec
\ Reading Width _Up to 250 mm for )
TsS-2100 reading depth of 380 mm
TS-4500 Shock Resistance 1 meter drop onto concrete

LONG-RANGE CCD SCANNER

TS-2000 _ TS-4500
Scan Rate 100 scans/sec 100 scans/sec
Reading Width | up to 98 mm up to 145 mm
Shock Resistance | 1 meter drop onto concrete

OMNI DIRECTIONAL LASER SCANNER LAG-960
Scan Rate 1,200 scans / sec
—
Scan Pattern | 5 directions of scan field
Light Source 650nm visible laser diode

System Interfaces = Keyboard, RS-232C, USB1.1, Wand
Dimensions (mm) | 120.5 (H) x 71.35 (D) x 108.3 (H)

Weight 250 gr
A
rl
CUusSTOMER DISPLAY i
MAGNETIC SWIPE READER ”ni:;‘
L
MMSR 402 read track 2 F
412
mmzi 4307"333 :racl‘:%i 3 ® Vacuum Fluorescent Display 20 columns x 2 lines
——— = read e £, £:% - -] Built-in user defined & international character sets
Dimension (mm) 161 (L) x 44 (W) x 42 (H) 700 cd/m2 of brightness

RS-232 interface
32K Flash ROM & 32K SRAM
Optional Back LCD Display

CAsSH DRAWER

¢ Slip deposit slot for non cash transaction

e Heavy duty metal drawer with 3 positions keylock
e Selectable interface: RS-232, receipt printer

|® 410 (W) x 415 (L) x 114 (H) mm

e Weight 7 kg




Cardtech®
POS Components

PRP-080

Distributor :

LABEL

PRINTER

* Direct thermal & thermal transfer

® Printing speed 2" ~ 3" / second

® Printing width 4,1" ~ 4.2

* Media width max. 4.65”, min.1.0"

* Dimension (mm): 186 (W) x 278 (D) x 153 (ﬁ)

|®* Weight 1.90 Kg

PRP-O58B

PRP=076

| - ~ PRP-058 \ PRP-080

| Print method o Direct thermal

Paper width 57.5+ 0.5 mm - 1 795+0.5mm ]
' Paper roll diameter | 50 mm 83 mm

Printingwidth 48 mm_ T 72 mm o

|Printing speed | 52 mm/sec or 14 lines/sec | 220 mm/sec or 58 lines/sec
Print density . 8 dots/mm |
Auto cutter No ‘ Yes

Dimensions (mm)

185(L) x 114(W) x 90(H) | 190(L) x 145(W) x 147(H)

Weight

740 gr 1400 gr

Print method

9 Pins, Impact Dot Matrix

| Paper width- 76 + 0.5 mm

Print Font 7x7 1 5x7

Printing width 42 CPL(7x7) /| 35CPL(5x7)
Printing speed 3.5 lines/sec B
Dot density 210 DPL (full dot), 420 DPL (half dot)
Auto cutter Optional )

Dimensions (mm) | 225(L) x 140(W) x 135(H)

Weight 1600 gr




