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SMART KEYPAD DOOR ACCESS SYSTEM




KR-200 SMART KEYPAD ALL-IN-ONE SYSTEM

Self contained system makes the installation easy

50 Programmable codes, 2 to 8 digits for each code

Programmable door release time from 1-250 seconds through keypad
Programmed door release time will stop as soon as the door is closed
Alarm signal output if the door is unlocked over the programmed time
Alarm signal output time is programmable from 1-250 seconds
Built-in watch-dog makes the system never hangs

Built-in tamper switch and alarm loop monitoring point

Built-in two relay outputs

Data is protected even after power failure

With scramble code function

KR-300 STANDALONE CODE ACCESS SYSTEM

* Water resistant for outdoor use
® Zinc housing and keypad for high durability and security
e Other features are the same as KR-200

SPECIFICATIONS :

e Keypad : 3 x4, 12 Keys plastic keypad for KR-200
3 x 4, 12 Keys zinc water resist keypad for KR-300

e Power requirement :DC 12V 1.5A

e Inputs : 1 Tamper switch, 1 Door open detect, 1 Alarm loop
and 1 Push button

e Environment : Operating Temperature  : 0°C~50°C for KR-200

-5°C~50°C for KR-300

Humidity : 20%~90%RH

e Dimension (Lx W x H) : KR-200 - 13.0x 8.6 x 2.5 cm

KR-300 - 12.0x 7.8 x 3.2 cm

For more information, please contact :



