8= Jantex

STANDALONE ACCESS CONTROL SYSTEM




SR-200 MAGSWIPE CARD READER WITH KEYPAD

Standalone, single door control

Using ISO ABA track Il magnetic stripe reader and card

Operating Mode - Card only, Keypad only, Card with Keypad, or Facility Code only
Card capacity is 2,999 users

Programmable door release time from 1~250 seconds through control card
Adding or deleting access codes through control card

Programmable alarm loop enable/disable thorugh control card

Built-in tamper switch detects if the case is forced open or destroyed, with 2 alarm signal outputs
(A, B point) and LED indication

Data is protected even after power failure

Beeper indicates keypad entry and user card swipe success

High durable housing in machined Zinc

With scramble code function under keypad only open door mode

SPECIFICATIONS :
e Display : Red - power pilot, Green - access granted, Yellow - alarm
e Keypad : 3 x 4 flat membrane
e Power requirement :DC 12V 1Amp
e Battery : DC 12V, 6.5 Amp rechargeable battery (option)
* Inputs : 1 Tamper switch, 1 Door open detecet, 1Alarm loop
and 1 Push button
e Power :4W
e Environment : Operating Temperature  : 0°C~50°C
Humidity : 20%~90%RH
e Dimension (L x W x H) :12.5x9.0x3.2cm
e Weight : 0.7 Kg

For more information, please contact :



